
WOOD  
FINISHES

2

Suitable for external application

Not recommended for use on 
compound curves / stretching

W Overlaps preferred, splice joints not 
recommended

Performance varies dependent upon individual pattern 
construction. Please cross reference the symbols 
below each finish for application considerations.
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WOOD FINISHES

FW-237 FW-795 FW-1805 FW-1278 FW-1734 FW-1125 FW-888FW-1123

FW-1981

FW-1810

FW-1683 FW-1761 FW-788 FW-1271

FW-1307 FW-1745 FW-1130 FW-789 FW-1129 FW-1766

FW-7001FW-1208FW-1765 FW-1138

FW-1256

FW-1289 FW-1681 FW-1988 FW-1262 FW-1285 FW-1293 FW-236

FW-1755 FW-1257 FW-1296 FW-1306 FW-1122 FW-7011 FW-1286FW-327
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WOOD FINISHES
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FW-1218 FW-1971 FW-1216 FW-1275 FW-1986 FW-7007 FW-640

FW-1770

FW-886

FW-1036

FW-233 FW-889 FW-1124 FW-1113

FW-1744 FW-656 FW-651 FW-625 FW-330

FW-650FW-677FW-1021 FW-1022

FW-619 FW-887

FW-643 FW-1135 FW-653 FW-1127 FW-1288 FW-1304

FW-1302 FW-1767 FW-1756 FW-1300 FW-1287 FW-337

FW-1976

WG-1046 WG-964 WG-1141 WG-166 WG-1144 WG-478 WG-833WG-1343

FW-625EX

MW-1834

FW-522

FW-1762 FW-1751 FW-236AR FW-1121HAR FW-1214EX

FW-1122EX FW-233EX FW-887EX

FW-1757FW-324 FW-1970

FW-618EX MW-1244 MW-1418 MW-1833

MW-1832 MW-1420 MW-776 MW-777 MW-1419

W

W W W WW

FW-1130 W

AE-2168
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6
WG-1336 WG-2077 WG-1376 WG-1374 WG-1835 WG-2047

WG-664

WG-947

WG-763 GN

WG-694

WG-832 WG-243 WG-2246 WG-836

WG-765GN WG-1382 WG-865 WG-841 WG-941

WG-1837WG-2705WG-2944 WG-1143

WG-1360

WG-943 WG-1140 WG-697 WG-1706 WG-7022 WG-157 WG-364 GN

WG-1147 WG-2078 WG-467 WG-1353 WG-2072

WG-696

WG-417

DW-2226 MT DW-1886MT DW-1882MT DW-1885MT DW-1896MT DW-1992MTDW-1891 MT

DW-2219 MT

WG-156 WG-1052 WG-1050

WG-657 EX WG-960 EX

WG-1070

DW-1872 MT DW-2198 MT DW-1888 MT DW-1875 MT DW-1889 MT DW-2209 MT DW-1897 MT

DW-1877 MT DW-1890 MT DW-1898 MT DW-2224 MT DW-2210 MT DW-1884 MT DW-1899 MTDW-1878 MT

W WWG-629 WG-1140EX W

WG-1067 WG-2076
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COLOUR  
FINISHES

Suitable for external application

Not recommended for use on 
compound curves / stretching

W Overlaps preferred, splice joints not 
recommended

Performance varies dependent upon individual pattern 
construction. Please cross reference the symbols 
below each finish for application considerations.
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COLOUR FINISHES

PS-034

PS-955

PS-959 PS-1187 PS-1185 PS-031

PS-042 PS-091 PS-1438 PS-093 PS-022 PS-027

PS-090PS-1186PS-983 PS-1436

PS-074

PS-293 PS-1005 PS-1440 PS-503 PS-954 PS-971 PS-952

PS-949 PS-992 PS-504 PS-1183 PS-999PS-950

PS-2098 MT PS-1867 MT PS-1866 MT PS-2093 MT PS-1869 MT PS-1870 MTPS-1863 MT

PS-1904 MT

PS-1989 MT
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PS-910 PS-900 PS-1008 PS-1009 PS-151 PS-107PS-1459

PS-1447

PS-668

PS-1443 PS-912 PS-1444

PS-1446 PS-1010 PS-135 PS-914 PS-665 PS-139

PS-1822PS-1821PS-134 PS-141

PS-1450 PS-920 PS-506 PS-140 PS-1825 PS-1826

PS-121 PS-1455 PS-2060 PS-1823 PS-1457 PS-1824PS-1454

PS-1820

WH-111 PWF-500

PS-096 PS-719 PS-1448 PS-1452 PS-112

PS-1442 PS-116 PS-713 PS-281

PS-976 EX PS-957 EX PS-090 EXPS-959 EX W W W W

HG-1201HG-1996HG-1994HG-1205



METALLIC  
FINISHES

Suitable for external application

Not recommended for use on 
compound curves / stretching

W Overlaps preferred, splice joints not 
recommended

Performance varies dependent upon individual pattern 
construction. Please cross reference the symbols 
below each finish for application considerations.
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METALLIC FINISHES

ME-1225 VM-305 VM-306 ME-1781 ME-379 ME-1175 ME-1684

ME-380

PA-187

ME-1716

ME-432 PA-180 PA-046 PA-320

PA-390 PA-181 PA-175 PA-036 PA-045

PA-183PA-038PA-683 PA-039

PA-185 ME-431

PA-389 ET-1775 ET-1772 ME-1466 ME-904 ME-377

ME-1434 CH-2116 ME-396 ME-1223 ME-1997 ME-486 ME-1224

ME-1435

ME-2285AR

12
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METALLIC FINISHES

14
BW-1314 FA-1153 VM-1691 VM-1692 VM-1693 VM-2035BW-1312

FA-1521

VM-2037

ME-1685 CH-1629 VM-1695

AM-1697 TE-1714 TE-1713 HS-1655 HS-1656 FA-1167

AM-1721VM-1694VM-2121 VM-1487

FA-1166 FA-690 FA-688 AM-1701 AM-1699 VM-2038 VM-2039

ME-388 VM-800 ME-1961 AM-1720 LW-1085 LW-1084 LW-1083

BW-1310

VM-381

AM-1702

ME-2284AR

PA-1854 EX PA-187 EX PA-039 EX PA-038 EX PA-181 EX PA-389 EXME-1467 AR

PG-197

FA-1531

VM-2034 VM-452

ME-2020 ME-2027 ME-2026 LZ-461

ME-2023ME-2022ME-147 ME-2024

FA-592 RT-1112 RT-1111 VM-1855 MT

VM-1862 MT CA-418 CA-420 CA-421 TE-1650 TE-1652 TE-1653CA-419

W W W W W W

LZ-462 PG-189 

AE-1643

FE-1964 FE-1966 FE-1967

FA-1530EX W

FA-1161

VM-2090



STONE  
FINISHES

Suitable for external application

Not recommended for use on 
compound curves / stretching

W Overlaps preferred, splice joints not 
recommended

Performance varies dependent upon individual pattern 
construction. Please cross reference the symbols 
below each finish for application considerations.
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STONE FINISHES

PC-491AE-1641

CN-1958

FA-1962

AE-1632 AE-1953 FA-1678

ST-1829

ST-737 AE-1637 AE-1634 ST-1831 AE-1639 CN-1623

ST-1828FA-1680FA-1527 FA-1526

AE-1638

CN-1622 CN-1621 ST-1586 AE-1635

AE-1719 AE-1633 AE-1951 ST-1830 AE-1717 AE-1718 AE-1645

AE-1952 AE-1640 AE-1642

FA-2169

AE-2155

AE-2150 AE-2154

AE-1635EXAE-1632EX AE-1634EX W WW
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18

AE-1913MT AE-1960MT

AE-1944MT

AE-1931MT AE-1959MT

AE-1929MT

AE-1880MT

AE-1917MT

AE-1926MTAE-1928MT

AE-1932MT AE-1933MTST-1916MT

ST-1914MT

ST-1915MT ST-1912MT

ST-1918MT

ST-1920MT

ST-736EX W ST-442EX W

ST-1927MT

PC-1179

PC-1178 PC-758 PC-760

AE-2162MT

AE-2164MT

FABRIC  
FINISHES

Suitable for external application

Not recommended for use on 
compound curves / stretching

W Overlaps preferred, splice joints not 
recommended

Performance varies dependent upon individual pattern 
construction. Please cross reference the symbols 
below each finish for application considerations.
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FABRIC FINISHES

NU-2004

NU-1793

NU-1942 MT FE-804 FE-805 NU-1937 MT

NU-1936 MT NU-1940 MT NU-1939 MT NU-2002 NU-2003 NU-2008

NU-1935 MTNU-1934 MTFE-813 FE-801

NU-2011

NU-2005 NU-2010 NU-2009 NU-1237 NU-1794 NU-1239 NU-1240

NU-1788 NU-1786 NU-2001 NU-1787 NU-1795 NU-1789

SI-1686

NU-1785 NU-2178

FA
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FABRIC FINISHES

20

SI-1232 NU-2006 NU-2007

FE-1731 FE-1966 FE-1729 FE-1730

SI-1235 SI-1613

FE-1729 FE-1730FE-1732



LEATHER  
FINISHES

Suitable for external application

Not recommended for use on 
compound curves / stretching

W Overlaps preferred, splice joints not 
recommended

Performance varies dependent upon individual pattern 
construction. Please cross reference the symbols 
below each finish for application considerations.

22
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LEATHER FINISHES

LE-1171

LE-1105 LE-1552 LE-018 LE-1106

LE-2741 LE-2782 LE-1555 LE-1229 LE-1228 LE-1231

LE-517LE-1108LE-2128 LE-1109

LE-1551

LE-1104

SU-2233 MT SU-2231 MT SU-2234 MT SU-2235 MTSU-2232 MT




